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n-mmi/‘/

o Difused dunciion
o Low Forward Votiage Drop.
o High Curent Capabity 8 N
o Hign Relabilty +
@ High Surge Curent Capabity L
I =+

— T <
Mechanical Data 5
‘@ Case:DO-201AD, oldod Plastc
‘@ Torminals: lated Loads Solderabl per e

MILSTD 202, Method 208 N T
@ Polry: Cathode Band A [ma
o Weight 1.2 grams (approx) 5 [ m [
® Maunting Posiion: Any c T [
® Marking: Type Number N T T
HRoHS o Dot
Maximum Ratings and Electrical Characteristics 7, - C wea: senise metes
S prae ot v, 60, et o ekt Forcapcive o, Gt ctenty 20
Cractrstc el e e e e B B A
Wi Rpetive Poa Roverse Votage I N N R I R B
Wiimim RV Votage Ves [ % [ w0 [@ w0 [V
Masimum DC Blecking Voige Vo | 50 [ 100 | 700 | a0 [ 00 [so0 [ o0 | W
Waimum Average Forwad Carent " oo "
037570 S Load Longh Ta= 60C

Pk Forward Srge Curent

8.3ms Singl ha s weve Supsrimposad [ 0 A
on ated load (JEDEC Method)

Masimum Forvard Voligs st 1+~ 50 Ange. v ] v
Maimum OC Revarse Carnt_ Ta=25°C. 0 £ "
atred DO Bockng Volage __Ta = 100°C [T £ -
Typial ducion Capacarce (No1) o £ o
Typeal Thermal Ressiane (Noel) Ny 0 oW
Juncion Tempersiae Range i o <
Siorage Tenperate Range Too e <

) Messrsat 1010t and st e e 4.
) Thama essanc o o' At D375 (3 5 Lo Longhe, . o it

Ter2 Www.sunmate.tw



[image: image2.png]AvERAGE FoRwARD OUTRUT
CURRENT. AMPERES

FORWARD CURRENT, ANPERES

summAre

'RATING AND CHARACTERISTIC CURVES ([BYS50-50 - BY550-1000)
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